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DISCHARGE AT PARTIAL-RECORD STATIONS AND MISCELLANEOUS SITES

Maximum discharge at crest-stage partial-record stations—Continued
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SUSQUEHANNA RIVER BASIN--Continued

Big Creek Lat 42°22’01", long 77°34’33", 1977-04 9- 9-04 3.66 601 1-19-96 n16.23 Re1,600 
near Howard, NY Steuben County, Hydrologic Unit  
(01521596) 02050104, at culvert on  

town road, 0.1 mi south of State  
Highway 70, 1.3 mi north of  
Butcher Corner, 3.4 mi west of  
Howard, and 6.2 mi upstream  
from mouth. Elevation of gage   
is 810 ft above NGVD of 1929,  
from topographic map.  
Drainage  area is 6.32 mi2.  

Canacadea Creek at Lat 42°15’13", long 77°47’24", 1999-04 5-24-04 2.67 207 5-24-04 2.67 207 
Alfred, NY Steuben County, Hydrologic         3-20-03 4.85 c  
(01522075) Unit 02050104, at culvert off  

Saxon Road, on Alfred  
University campus, at   
Alfred. Elevation of gage is   
1720 ft above NGVD of 1929,  
from topographic map. Drainage  
area is 1.28 mi2.

Canisteo River at Lat 42°13’20", long 77°25’05", 1930-31‡, 9- 9-04 15.82 13,100 6-23-72 23.48 43,000 
West Cameron, NY Steuben County, Hydrologic 1937-70‡,  
(01525500) Unit 02050104, on right bank 1971-72, 

250 ft downstream from bridge  1974-04 
on County Highway 119, 0.3 mi  
southeast of West Cameron, and  
1.7 mi north of Cameron.  
Datum of gage is 1,037 ft above  
NGVD of 1929, (levels from Corps  
of Engineers, datum 1912). Drainage
area is 340 mi2. 

 
Cohocton River at Lat 42°20’36", long 77°20’39", 1988-96, 9- 9-04 10.96 9,190 1-19-96 13.67 14,200 

Bath, NY Steuben County, Hydrologic Unit 1999-04                    
(01528320) 02050104, on left bank 150 ft 

upstream from bridge on Veterans 
Avenue at Bath, and 0.6 mi down- 
stream from Harrisburg Hollow 
Creek.  Datum of gage is 1,100.00 ft
above NGVD of 1929. Drainage 
area is 316 mi2.

Cuthrie Run near Lat 42°10’43", long 75°55’32", 1976, 9-18-04 14.04 430 6-19-76 18.52 800 
Big Flats, NY Chemung County, Hydrologic 1979-81, 
(01530301) Unit 02050105, at culvert on 1983-04 

Breed Hollow Road, 0.9 mi  
north of intersection of Eacher  
Hollow Road and Breed Hollow  
Road, 2.3 mi north of State  
Highway 17, and 3.0 mi north   
of Big Flats. Elevation of gage   
is 925 ft above NGVD of 1929,   
from topographic map. Drainage   
area is 5.39 mi2.

‡  Operated as a continuous-record gaging station.

c Discharge not determined. 
e Estimated. 
R   Revised.
n  Datum prior to.




