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01365000 RONDOUT CREEK NEAR LOWES CORNERS, NY
Upper Hudson Basin 
 Rondout Subbasin 

LOCATION.--Lat 41°51′59″, long 74°29′15″ referenced to North American Datum of 1927, Sullivan County, NY, Hydrologic Unit 02020007, on right bank 
350 ft downstream from small tributary, 300 ft upstream from bridge on East Mountain Road, 1.1 mi upstream from Sugarloaf Brook, 1.1 mi east of 
Lowes Corners, and 1.5 mi southwest of Sundown. 

DRAINAGE AREA.--38.3 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--February 1937 to current year. 

REVISED RECORDS.--WSP 1702: 1952. WDR NY-90-1: Drainage area. WDR NY_00-1: 1997-99 (P). 

GAGE.--Water-stage recorder and crest-stage gage. Datum of gage is 874.72 ft above NGVD of 1929. Prior to Oct. 4, 1938, nonrecording gage at highway 
bridge 350 ft downstream at different datum. Oct. 4, 1938 to July 5, 1951, water-stage recorder at site 0.7 mi downstream; Oct. 4, 1938 to July 3, 
1949, datum 847.00 ft above NGVD of 1929 and July 4, 1949 to July 5, 1951, datum 846.00 ft above NGVD of 1929 (levels by Board of Water Supply, 
City of New York). July 5, 1951 to July 31, 2001, water-stage recorder at site on left bank 250 ft upstream, at datum 874.44 ft above NGVD of 1929. 

REMARKS.--Records fair except those for estimated daily discharges, which are poor. Satellite and telephone gage-height telemeter at station. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge observed, 7,600 ft³/s, July 22, 1938; maximum gage height, 10.58 ft, July 14, 2000, site and 
datum then in use; minimum discharge, 3.3 ft³/s, Sept. 16, 17, Oct. 17, 18, 1980. 

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 1,200 ft³/s and (or) maximum (*): 

Date Time 
Discharge 

(ft³/s) 
Gage height 

(ft) 
Oct 08 1630 *5,100 a*8.01 
Oct 13 1030 1,440 4.18 

Nov 30 0215 2,170 4.99 
Jan 18 1315 2,920 5.78 

May 12 0800 1,310 4.04 
Jun 28 0845 3,900 6.80 
Sep 14 2215 1,310 4.03 

 a  Recorded; outside gage height was 8.30 ft from crest-stage gage. 

Minimum discharge, 9.2 ft³/s, Aug 18, 19; minimum gage height, 1.44 ft, Oct 4, 5, 6, 7. 

 

http://pubs.water.usgs.gov/wdr2006
http://waterdata.usgs.gov/nwis/nwisman/?site_no=01365000
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2005 TO SEPTEMBER 2006 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 13 115 434 138 148 e40 39 95 127 435 25 47 
2 12 104 304 126 134 e39 40 89 129 338 23 59 
3 12 92 230 131 273 e39 34 83 154 270 21 353 
4 12 84 188 113 265 e38 71 77 146 249 20 188 
5 11 77 155 109 362 38 54 70 129 210 19 141 

6 11 72 138 102 278 37 49 65 116 173 17 124 
7 18 74 121 91 226 37 54 60 164 149 18 97 
8 1,910 64 107 85 187 36 60 56 203 131 17 80 
9 994 67 106 82 156 36 54 53 172 116 15 67 

10 386 130 96 82 138 41 53 50 174 104 14 59 

11 236 83 91 111 126 41 52 49 144 110 13 50 
12 557 74 84 224 117 41 52 775 129 104 12 44 
13 1,150 69 72 174 105 47 51 462 114 100 12 41 
14 816 67 62 522 97 67 56 287 133 82 11 269 
15 660 81 63 419 93 49 62 241 115 80 13 734 

16 370 106 104 280 91 41 55 436 93 72 11 373 
17 258 138 81 219 98 37 52 363 85 61 10 254 
18 191 108 68 1,240 81 35 49 280 76 55 9.7 183 
19 144 101 64 712 70 34 47 298 82 50 20 150 
20 119 95 59 432 67 33 46 273 78 47 99 126 

21 103 92 57 337 66 31 45 224 64 51 23 99 
22 135 126 54 264 62 32 69 192 57 67 15 84 
23 426 102 53 231 60 31 382 157 53 62 12 85 
24 232 93 54 192 57 31 346 136 61 45 11 78 
25 607 82 64 165 52 33 258 120 198 39 13 66 

26 440 76 124 139 e43 32 196 133 1,610 35 24 56 
27 294 74 94 123 e41 30 158 131 1,020 34 63 49 
28 223 84 81 120 e41 29 133 102 1,780 39 76 47 
29 178 136 124 136 --- 28 116 90 871 35 243 74 
30 147 1,050 213 156 --- 28 104 135 580 31 173 55 
31 128 --- 155 179 --- 27 --- 164 --- 27 68 --- 

Total 10,793 3,716 3,700 7,434 3,534 1,138 2,837 5,746 8,857 3,401 1,120.7 4,132 
Mean 348 124 119 240 126 36.7 94.6 185 295 110 36.2 138 
Max 1,910 1,050 434 1,240 362 67 382 775 1,780 435 243 734 
Min 11 64 53 82 41 27 34 49 53 27 9.7 41 
Cfsm 9.09 3.23 3.12 6.26 3.30 0.96 2.47 4.84 7.71 2.86 0.94 3.60
In. 10.48 3.61 3.59 7.22 3.43 1.11 2.76 5.58 8.60 3.30 1.09 4.01

 

 STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1937 - 2006, BY WATER YEAR (WY)                                  

  Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 71.6 101 117 98.0 92.5 158 213 134 78.5 52.7 37.4 44.9 
Max 403 295 338 293 299 379 447 382 299 264 226 243 
(WY) (1956) (1973) (1974) (1996) (1981) (1977) (1940) (1989) (1972) (1938) (1938) (2003) 
Min 4.92 5.88 29.8 18.2 21.0 36.7 64.8 41.3 18.7 9.18 7.19 5.95
(WY) (1965) (1965) (1947) (1981) (1980) (2006) (1946) (1941) (1962) (1962) (1962) (1964) 
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SUMMARY STATISTICS 

 Calendar Year 2005 Water Year 2006 Water Years 1937 - 2006 

Annual total  47,318    56,408.7    
Annual mean  130    155    100   
Highest annual mean    155 2006  
Lowest annual mean    49.1 1965  
Highest daily mean  2,090 Apr   2   1,910 Oct   8   3,500 Oct 15, 1955  
Lowest daily mean  10 Sep 24   9.7 Aug 18   3.6 Sep 16, 1980  
Annual seven-day minimum  11 Sep 19   11 Aug 12   4.1 Oct 13, 1980  
Annual runoff (cfsm)  3.38    4.04    2.61   
Annual runoff (inches)  45.96    54.79    35.50   
10 percent exceeds  231    317    212   
50 percent exceeds  86    85    61   
90 percent exceeds  18    29    14   
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