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04218518 ELLICOTT CREEK BELOW WILLIAMSVILLE, NY

Eastern Lake Erie Basin
Niagara Subbasin

LOCATION.--Lat 42°58'40", long 78°45'50" referenced to North American Datum of 1927, Erie County, NY, Hydrologic Unit 04120104, on right bank 15 ft
upstream from bridge on State Highway 324 (Sheridan Drive), 0.8 mi upstream from sewage treatment plant, 1.4 mi northwest of Williamsville, and
10.8 mi upstream from mouth.

DRAINAGE AREA.--81.6 mi2.
SURFACE-WATER RECORDS
PERIOD OF RECORD.--October 1972 to current year.
REVISED RECORDS.--WDR NY-82-3: Drainage area.
GAGE .--Water-stage recorder. Datum of gage is 586.41 ft above NGVD of 1929.

REMARKS .--Records good except those for estimated daily discharges, which are fair, and period of significant shifting from backwater during Dec. 2
through June 5, which are poor. Regulation by seasonal manipulation of dam at Island Park 2.4 mi upstream by Village of Williamsville and by
intermittent pumping from stone quarries into stream upstream from station. Records at medium and high flows may be comparable with those
published as Ellicott Creek at Williamsville (station 04218500) at site 2.2 mi upstream between October 1955 and September 1972. Telephone gage-
height telemeter at station.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 3,640 ft3/s, Feb. 25, 1985, gage height, 11.19 ft; no flow for part of Jul. 27, 1976, gage height,
0.73 ft, result of pipeline construction.

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 1,000 t3/s and (or) maximum (*):

Discharge Gage height

Date Time (feé/s) (ft)
Oct 15 1800 *2.110 8.04
Oct 18 1830 1,020 5.31
Oct21 1945 1,100 5.53
Dec 2 1930 1,920 8.02
Jan 7 0800 1,020 5.82
Jan16 2015 1,070 5.99
Mar 15 1830 1,940 *8.06
Apr17 2130 1,160 6.25

Minimum discharge, 5.0 ft3/s, Aug. 21, gage height, 1.54 ft.
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2006 TO SEPTEMBER 2007
DAILY MEAN VALUES

e, estimated]
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 144 251 525 120 e76 82 113 122 16 22 21 18
2 153 209 1,540 160 e82 155 145 94 16 21 14 18
3 146 184 1,130 151 e76 223 152 90 18 24 18 17
4 270 172 378 108 e70 261 132 79 19 35 13 17
5 501 164 235 173 e64 284 158 80 53 46 12 18
6 363 154 181 562 e70 e210 152 72 40 37 17 18
17 160 144 211 925 e72 el30 121 55 38 36 29 18
8 112 141 218 486 e74 el00 103 53 44 30 26 18
9 80 144 167 531 e72 €90 94 70 42 26 22 34
10 68 149 105 389 e70 131 90 71 37 26 30 26
1" 189 155 115 194 e68 216 85 67 33 26 18 36
12 630 209 185 174 e66 326 123 72 32 24 20 35
13 1,070 316 194 407 e64 544 254 58 31 27 23 34
14 1,390 268 172 732 e62 1,150 265 50 29 24 26 33
15 1,850 248 143 656 e64 1,860 161 45 31 27 23 43
16 1,680 346 118 942 e68 1,250 345 57 29 25 24 33
17 1,270 534 79 550 e66 382 951 45 33 24 20 27
18 1,010 649 77 265 e64 228 869 59 26 24 18 20
19 885 416 107 225 e66 187 383 51 31 83 18 22
20 749 259 87 160 e64 158 238 41 33 57 19 20
21 1,010 193 68 128 e72 159 156 31 34 54 17 18
22 917 164 83 139 e78 216 123 31 31 45 12 18
23 707 146 183 114 e76 433 113 29 30 33 45 16
24 653 135 318 109 e70 453 122 24 28 30 27 15
25 464 126 209 107 e72 505 153 23 24 27 27 18
26 312 122 311 75 e74 501 208 23 25 24 23 39
2] 258 122 538 e80 e74 428 214 19 25 28 21 38
28 435 118 326 73 e72 439 164 16 26 35 23 61
29 767 113 178 e68 - 243 200 16 25 32 19 36
30 616 121 130 e74 - 155 215 16 24 22 21 33
3 352 - 110 e76 - 126 - 17 - 24 20 -
Total 19,211 6,472 8,421 8,953 1,966 11,625 6,602 1,576 903 998 666 797
Mean 620 216 272 289 70.2 375 220 50.8 30.1 322 21.5 26.6
Max 1,850 649 1,540 942 82 1,860 951 122 53 83 45 61
Min 68 113 68 68 62 82 85 16 16 21 12 15
Cfsm 7.59 2.64 3.33 3.54 0.86 4.60 2.70 0.62 0.37 0.39 0.26 0.33
In. 8.76 2.95 3.84 4.08 0.90 5.30 3.01 0.72 0.41 0.45 0.30 0.36
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1973 - 2007, BY WATER YEAR (WY)
Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Mean 87.3 145 197 179 186 273 210 117 74.5 45.4 53.5 70.8
Max 620 342 441 426 377 519 363 284 275 144 397 425
(Wy) (2007)  (1986)  (1978)  (1998)  (1990)  (1977)  (1996)  (2002)  (1989)  (1976)  (1977)  (1977)
Min 11.2 27.1 40.6 39.2 56.0 119 94.8 44.0 242 11.8 13.5 9.76
(WY) (1975)  (1979) (1990)  (1977) (1980)  (1981)  (1995)  (2006)  (1988)  (1978)  (1974)  (1973)
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SUMMARY STATISTICS

Calendar Year 2006 Water Year 2007 Water Years 1973 - 2007
Annual total 67,681 68,190
Annual mean 185 187 136
Highest annual mean 187 2007
Lowest annual mean 91.2 1999
Highest daily mean 1,850 Oct 15 1,860 Mar 15 3,280 Feb 25, 1985
Lowest daily mean 19 Jun 22 12 Aug 5 27  Augl5,1978
Annual seven-day minimum 22 Jun 12 16 May 28 3.6 Jul 15, 1978
Annual runoff (cfsm) 2.27 2.29 1.67
Annual runoff (inches) 30.85 31.09 22.70
10 percent exceeds 412 501 306
50 percent exceeds 110 79 76
90 percent exceeds 28 20 19
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CURRENT WATER YEAR DAILY MEAN DISCHARGE (BOLD) WITH DAILY MEDIAN FOR PERIOD OF RECORD.
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SHADED AREAS SHOW HIGHEST AND LOWEST DAILY MEAN FOR PERIOD OF RECORD THROUGH PREVIOUS WATER YEAR.



