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01365000 RONDOUT CREEK NEAR LOWES CORNERS, NY

Upper Hudson Basin
Rondout Subbasin

LOCATION.--Lat 41°51'59", long 74°29'15" referenced to North American Datum of 1927, Sullivan County, NY, Hydrologic Unit 02020007, on right bank
350 ft downstream from small tributary, 300 ft upstream from bridge on East Mountain Road, 1.1 mi upstream from Sugarloaf Brook, 1.1 mi east of
Lowes Corners, and 1.5 mi southwest of Sundown.

DRAINAGE AREA --38.3 miZ.

SURFACE-WATER RECORDS
PERIOD OF RECORD.--February 1937 to current year.
REVISED RECORDS.--WSP 1702: 1952. WDR NY-90-1: Drainage area. WDR NY 00-1: 1997-99 (P).

GAGE.--Water-stage recorder and crest-stage gage. Datum of gage is 874.72 ft above NGVD of 1929. Prior to Oct. 4, 1938, nonrecording gage at highway
bridge 350 ft downstream at different datum. Oct. 4, 1938 to July 5, 1951, water-stage recorder at site 0.7 mi downstream; Oct. 4, 1938 to July 3,
1949, datum 847.00 ft above NGVD of 1929 and July 4, 1949 to July 5, 1951, datum 846.00 ft above NGVD of 1929 (levels by Board of Water Supply,
City of New York). July 5, 1957 to July 31, 2001, water-stage recorder at site on left bank 250 ft upstream, at datum 874.44 ft above NGVD of 1929.

REMARKS.--Records fair. Satellite gage-height telemeter at station.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge observed, 7,600 ft3/s, July 22, 1938; maximum gage height, 10.58 ft, July 14, 2000, site and
datum then in use; minimum discharge, 3.3 ft3/s, Sept. 16, 17, Oct. 17, 18, 1980.

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 1,200 t3/s and (or) maximum (*):

Discharge Gage height

Date Time (ft3/s) (ft)
Dec 12 0545 *2,750 a*5.65
Jun 18 1530 1,730 4.69
Jun21 0315 1,240 4.20

Jul30 0315 2,000 4.94

a Recorded; outside gage height was 6.10 ft, from crest-stage gage.

Minimum discharge, 19 ft3/s, Feb. 5; minimum gage height, 1.63 ft, Sept. 25, 26.
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2008 TO SEPTEMBER 2009

DAILY MEAN VALUES
[e, estimated]
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 53 144 131 182 39 103 136 80 111 124 408 56
2 43 126 109 171 39 92 144 76 105 116 344 53
3 39 117 94 153 38 84 287 70 99 103 258 50
4 36 107 91 137 35 87 347 67 94 94 166 47
5 35 100 88 131 28 85 249 65 88 86 129 45
6 33 111 81 119 33 86 239 71 84 81 111 44
7 33 117 79 120 34 130 228 117 77 84 96 42
8 31 110 70 110 51 285 181 86 73 83 86 41
9 33 106 71 97 45 708 157 136 90 73 94 38
10 30 95 376 87 41 500 146 116 88 69 100 35
"1 28 89 440 89 60 473 154 106 85 68 83 47
12 27 84 1,480 81 141 379 133 102 160 103 83 63
13 27 88 567 76 108 282 124 98 130 69 83 46
14 27 111 376 70 89 236 116 143 206 62 74 38
15 25 151 301 64 81 213 108 167 426 58 65 34
16 27 240 313 58 75 195 102 162 295 63 58 32
17 26 170 253 e58 71 179 97 429 203 67 53 33
18 24 146 211 62 71 181 91 253 1,020 95 52 31
19 23 130 184 61 74 200 87 193 739 66 52 28
20 23 121 160 56 65 171 86 148 560 60 48 26
21 23 110 150 52 63 152 120 126 805 60 153 25
22 22 98 133 50 63 142 128 113 484 59 95 25
23 21 91 124 50 59 130 106 104 351 56 176 25
24 21 87 200 48 56 120 99 105 253 57 95 25
25 233 113 379 39 56 113 95 92 184 57 81 22
26 300 95 228 40 57 111 93 86 151 56 73 22
27 147 85 231 42 83 113 90 119 142 52 67 67
28 345 80 409 46 154 106 86 100 124 48 66 68
29 254 74 384 51 - 135 82 212 109 171 87 44
30 178 73 299 43 - 183 78 161 122 824 76 36
31 151 240 40 137 122 494 61
Total 2,318 3,369 8,252 2,483 1,809 6,111 4,189 4,025 7,458 3,558 3,473 1,188
Mean 74.8 112 266 80.1 64.6 197 140 130 249 115 112 39.6
Max 345 240 1,480 182 154 708 347 429 1,020 824 408 68
Min 21 73 70 39 28 84 78 65 73 48 48 22
Cfsm 1.95 2.93 6.95 2.09 1.69 5.15 3.65 3.39 6.49 3.00 2.93 1.03
In. 2.25 3.27 8.01 2.41 1.76 5.94 4.07 391 7.24 3.46 3.37 1.15
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1937 - 2009, BY WATER YEAR (WY)
Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Mean 73.8 104 120 100 93.8 162 214 133 80.3 53.3 38.5 443
Max 403 295 338 293 299 379 447 382 299 264 226 243
(wy) (1956)  (1973)  (1974)  (1996)  (1981)  (1977)  (1940)  (1989)  (1972)  (1938)  (1938)  (2003)
Min 4.92 5.88 29.8 18.2 21.0 36.7 64.8 41.3 18.7 9.18 7.19 5.95
(WY) (1965)  (1965)  (1947)  (1981)  (1980)  (2006)  (1946)  (1941) (1962)  (1962)  (1962)  (1964)
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SUMMARY STATISTICS

Calendar Year 2008 Water Year 2009 Water Years 1937 - 2009
Annual total 52,368 48,233
Annual mean 143 132 101
Highest annual mean 155 2006
Lowest annual mean 49.1 1965
Highest daily mean 1,480 Dec 12 1,480 Dec 12 3,500 Oct 15, 1955
Lowest daily mean 18 Sep 25 21 Oct 23 3.6 Sep 16, 1980
Annual seven-day minimum 21 Sep 19 22 Oct 18 4.1 Oct 13, 1980
Annual runoff (cfsm) 3.74 3.45 2.65
Annual runoff (inches) 50.86 46.85 35.98
10 percent exceeds 315 253 215
50 percent exceeds 91 92 62
90 percent exceeds 27 35 14
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CURRENT WATER YEAR DAILY MEAN DISCHARGE (BOLD) WITH DAILY MEDIAN FOR PERIOD OF RECORD.
SHADED AREAS SHOW HIGHEST AND LOWEST DAILY MEAN FOR PERIOD OF RECORD THROUGH PREVIOUS WATER YEAR.



