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Water-Data Report 2012 

01372007 RONDOUT CREEK AT RONDOUT, NY 
Upper Hudson Basin 
Rondout Subbasin 

LOCATION.--Lat 41°55'05.3", long 73°58'54.2" referenced to North American Datum of 1983, Ulster County, NY, Hydrologic Unit 02020007, on left bank at 
State Highway 9W bridge and 1.1 mi above mouth, at Rondout. 

DRAINAGE AREA.--1,185 mi². 

WATER-QUALITY RECORDS 

PERIOD OF RECORD.-- 
SEDIMENT DATA: 2011 (e), 2012 (c). 

REMARKS.--Point samples are collected using an automatic sampler with vinyl sample tubing. Tubing is housed in 2 in flexible conduit between gage and 
left bank bulkhead and attached to bulkhead wall 8 ft above river bottom. A sampling method code of "SS Pumping" indicates suspended sediment 
sampling using a pumping mechanism. 

WATER-QUALITY DATA 
WATER YEAR OCTOBER 2011 TO SEPTEMBER 

2012 
[mg/L, milligrams per liter] 

Date 
 

Sample 
start time 

 

Sampling 
method 
(82398) 

Suspended 
sediment 
concen-
tration, 

mg/L 
(80154) 

04-21-2012 1200 SS Pumping 14 
04-22-2012 1940 SS Pumping 13 
04-23-2012 1245 SS Pumping 55 
04-24-2012 0720 SS Pumping 39 
04-25-2012 1520 SS Pumping 36 
04-25-2012 2330 SS Pumping 23 
04-27-2012 1130 SS Pumping 21 
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