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01374250 PEEKSKILL HOLLOW CREEK AT TOMPKINS CORNERS, NY

Lower Hudson Basin
Lower Hudson Subbasin

LOCATION.--Lat 41°23'18", long 73°48'45" referenced to North American Datum of 1983, Putnam County, NY, Hydrologic Unit 02030101, at bridge on
Bryant Pond Road, 0.9 mi southwest of Tompkins Corners, and 1.1 mi downstream from Wiccopee Brook.

DRAINAGE AREA.--14.9 mi2.

SURFACE-WATER RECORDS
PERIOD OF RECORD.--Annual maximum only--1975 to current year.
REVISED RECORDS.--WDR NY-83-1: 1975-82(M).
GAGE.--Crest-stage partial-record station. Datum of gage is 302.29 ft above NGVD of 1929.
EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 2,770 ft3/s, Aug. 28, 2011, gage height, 6.68 ft.

MAXIMUM PEAK DISCHARGE
WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012

Discharge Gage height
Discharge, qualification Gage height, qualification
Date in ft¥/s code in ft code

Dec 8, 2011 358 --- 3.61 ---
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