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01503980 CHENANGO RIVER AT EATON, NY 
Upper Susquehanna Basin 

Chenango Subbasin 

LOCATION.--Lat 42°51′02″, long 75°36′20″ referenced to North American Datum of 1983, Madison County, NY, Hydrologic Unit 02050102, at bridge on 
Landon Road, at Eaton, 0.1 mi upstream from Eaton Brook, and 0.1 mi downstream from State Highway 26. 

DRAINAGE AREA.--24.3 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--Annual maximum only--1964-65, 1967 to current year. 

REVISED RECORDS.--WDR NY-78-1: 1972 (M). WDR-79-1: 1967-70 (M). WDR NY-97-3: 1990-92, 1995 (M). 

GAGE.--Crest-stage partial-record station. Elevation of gage is 1,180 ft above NGVD of 1929, from topographic map. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 2,780 ft³/s, Apr. 2, 2005, gage height, 8.25 ft; maximum gage height, 8.51 ft, Jan. 19, 1996 (ice 
jam). 

 
MAXIMUM PEAK DISCHARGE 

WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012 

Date 
Discharge, 

in ft³/s 

Discharge 
qualification 

code 
Gage height, 

in ft 

Gage height 
qualification 

code 

Jan 27, 2012 160 2 <5.84 4 
Discharge qualification code: 

2 - Discharge is an estimate 
Gage height qualification code: 

4 - Gage height below minimum recordable elevation 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=01503980&agency_cd=USGS

