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01524500 CANISTEO RIVER BELOW CANACADEA CREEK, AT HORNELL, NY
Upper Susquehanna Basin 

 Tioga Subbasin 

LOCATION.--Lat 42°18′50″, long 77°39′05″ referenced to North American Datum of 1927, Steuben County, NY, Hydrologic Unit 02050104, on right bank 
235 ft upstream from Erie Railroad bridge in Hornell, 0.3 mi upstream from Crosby Creek, and 1.5 mi downstream from Canacadea Creek. 

DRAINAGE AREA.--158 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--August 1942 to current year. 

REVISED RECORDS.--WDR NY-86-3: 1971 (including minimum daily). 

GAGE.--Water-stage recorder and concrete control. Datum of gage is 1,131.32 ft above NGVD of 1929. 

COOPERATION.--Records of diversion from Carrington Creek furnished by City of Hornell. 

REMARKS.--Records good except those for estimated daily discharges, which are fair. Diversion from Carrington Creek, a tributary upstream from station, 
by City of Hornell for municipal supply; effluent from wastewater treatment plant enters river downstream from gage. Since Nov. 1939, flood flows 
regulated by Arkport Reservoir (see station01521000), and, since October 1948, by Almond Lake (see station01523000); normal regulation occasionally 
sufficient to affect figures of monthly runoff. Telephone and satellite gage-height telemeters at station. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, prior to construction of Almond Reservoir in 1949, 9,340 ft³/s, May 26, 1943, gage height 13.30 
ft, from rating curve extended above 7,600 ft³/s on the basis of critical-depth measurement of peak flow; minimum discharge, 9.3 ft³/s, Mar 4, 1947. 
Maximum discharge, since construction of Almond Reservoir, 9,560 ft³/s, Jun 23, 1972, gage height, 13.45 ft, from floodmark, from rating curve 
extended above 7,600 ft³/s on the basis of critical-depth measurement of peak flow; minimum discharge, 7.4 ft³/s, Sep 13, 14, 1955. 

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 3,710 ft³/s, Nov 29, gage height, 5.37 ft; minimum discharge, 27 ft³/s, Oct 4, gage height, 0.54 ft. 

 

http://pubs.water.usgs.gov/wdr2006
http://waterdata.usgs.gov/nwis/nwisman/?site_no=01524500
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2005 TO SEPTEMBER 2006 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 61 92 1,370 182 176 89 133 73 e66 95 139 145 
2 49 87 644 187 141 82 132 76 110 69 99 753 
3 40 80 260 501 249 81 130 86 279 54 75 1,520 
4 32 74 197 436 284 70 272 84 294 57 116 1,100 
5 32 56 181 439 657 71 260 82 239 45 82 505 

6 30 46 171 316 414 74 258 75 119 42 67 291 
7 62 47 133 232 268 94 237 62 95 41 62 200 
8 175 45 e90 188 247 80 291 57 62 37 57 154 
9 158 79 e110 164 225 155 223 48 74 39 47 135 

10 98 256 127 218 210 826 207 46 76 39 45 123 

11 61 206 124 192 175 736 163 52 58 68 44 115 
12 56 173 118 254 166 419 139 203 65 99 42 88 
13 53 121 e75 266 140 834 156 182 69 215 42 125 
14 51 79 e65 1,300 135 1,330 179 162 63 164 40 210 
15 42 93 e70 1,020 140 698 230 124 51 112 36 266 

16 36 278 84 394 206 348 191 138 40 59 35 200 
17 35 327 77 273 486 262 169 122 39 48 33 160 
18 34 197 e70 488 321 207 129 115 38 40 46 121 
19 33 133 70 422 e180 190 106 105 58 38 70 95 
20 33 121 e65 304 e145 155 103 91 66 40 139 86 

21 33 113 e60 288 137 116 105 99 64 42 62 79 
22 45 141 64 245 127 122 137 147 61 576 52 72 
23 218 137 65 227 120 133 211 114 49 553 50 73 
24 196 82 73 205 123 150 236 81 41 197 49 75 
25 875 61 108 191 118 139 189 77 37 102 51 68 

26 1,080 51 241 149 113 136 155 78 40 227 71 64 
27 417 52 239 e110 138 131 128 84 73 142 178 59 
28 178 216 175 e130 101 122 120 76 154 571 218 142 
29 127 1,240 241 175 --- 108 112 69 141 468 843 304 
30 133 1,660 269 287 --- 103 89 54 149 373 513 182 
31 129 --- 196 237 --- 109 --- e54 --- 230 231 --- 

Total 4,602 6,343 5,832 10,020 5,942 8,170 5,190 2,916 2,770 4,882 3,634 7,510 
Mean 148 211 188 323 212 264 173 94.1 92.3 157 117 250 
Max 1,080 1,660 1,370 1,300 657 1,330 291 203 294 576 843 1,520 
Min 30 45 60 110 101 70 89 46 37 37 33 59 

 

 STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1942 - 2006, BY WATER YEAR (WY)                                  

  Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 77.4 129 163 164 187 356 348 198 142 60.4 52.4 67.7 
Max 304 455 551 499 722 826 877 696 1,226 249 303 498 
(WY) (1977) (1951) (1973) (1998) (1976) (1945) (1993) (1943) (1972) (1972) (1984) (1977) 
Min 13.5 17.9 16.6 15.6 35.6 111 66.6 42.4 20.1 13.8 13.2 11.7 
(WY) (1965) (1965) (1961) (1961) (1963) (1969) (1946) (1955) (1955) (1955) (1965) (1955) 
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SUMMARY STATISTICS

Calendar Year 2005 Water Year 2006 Water Years 1942 - 2006
Annual total  70,891    67,811   
Annual mean  194  186  162 
Highest annual mean 261 2004
Lowest annual mean 79.8 1965
Highest daily mean  2,050 Apr   5   1,660 Nov 30   7,440 Jun 23, 1972  
Lowest daily mean  19 Aug   5   30 Oct   6   9.0 Sep 13, 1955  
Annual seven-day minimum  21 Aug   2   35 Oct 15   10 Sep   8, 1955  
10 percent exceeds  360  335  355 
50 percent exceeds  90  122  72 
90 percent exceeds  27  45  22 

Oct Nov Dec
2006

Jan Feb Mar Apr May Jun Jul Aug Sep

CURRENT WATER YEAR DAILY MEAN DISCHARGE (BOLD) WITH DAILY MEDIAN FOR PERIOD OF RECORD.
SHADED AREAS SHOW HIGHEST AND LOWEST DAILY MEAN FOR PERIOD OF RECORD THROUGH PREVIOUS WATER YEAR.
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