
 

U.S. Department of the Interior 
U.S. Geological Survey 

Water-Data Report 2010 

01525500 CANISTEO RIVER AT WEST CAMERON, NY 
Upper Susquehanna Basin 

Tioga Subbasin 

LOCATION.--Lat 42°1320, long 77°2505 referenced to North American Datum of 1927, Steuben County, NY, Hydrologic Unit 02050104, on right bank 
250 ft downstream from bridge on County Highway 119, 0.3 mi southeast of West Cameron, and 1.7 mi north of Cameron. 

DRAINAGE AREA.--340 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--January 1930 to September 1931, February 1937 to September 1970, October 1970 to September 1972 (annual maximum only), 
October 1973 to September 2009 (annual maximum only), October 2009 to September 2010. 

REVISED RECORDS.--WDR NY-69-1: Drainage area. 

GAGE.--Water-stage recorder. Datum of gage is 1,037.71 ft above NGVD of 1929 (levels by Corps of Engineers). Prior to Sept. 30, 1931, nonrecording gage 
on highway bridge 250 ft upstream at same datum. 

REMARKS.--Records good except those for estimated daily discharges and those daily discharges from October 1 to December 31 less than 1,000 ft³/s, 
which are fair. Since Nov. 1939, flood flows regulated by Arkport Reservoir (see station 01521000), and, since October 1948, by Almond Lake (see 
station 01523000); normal regulation occasionally sufficient to affect figures of monthly runoff. Telephone and satellite gage-height telemeters at 
station. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, prior to construction of Almond Reservoir in 1948, 17,600 ft³/s, May 28, 1946, gage height, 
18.09 ft, on the basis of indirect measurement of peak flow; minimum daily discharge, 12.0 ft³/s, Aug. 28, Aug. 30 - Sept. 3, 1939. Maximum 
discharge, since construction of Almond Reservoir, 43,000 ft³/s, June 23, 1972, gage height, 23.48 ft, from rating curve extended above 12,200 ft³/s on 
basis of slope-area measurement. Minimum instantaneous discharge not determined. 

EXTREMES OUTSIDE PERIOD OF RECORD.--Maximum discharge, 35,000 ft³/s during flood of July 8-9, 1935, on basis of slope-area measurement. 

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 9,830 ft³/s, Jan. 25, gage height, 14.07 ft; minimum discharge, 35 ft³/s, Sept. 25, 26, 27, gage 
height, 3.44 ft. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=01525500
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2009 TO SEPTEMBER 2010 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 91 211 215 e310 e530 102 470 219 96 93 68 55 
2 79 178 183 e260 e470 100 413 194 94 82 69 53 
3 111 173 549 e250 e400 97 363 238 134 76 66 51 
4 107 166 566 e250 e350 90 326 353 130 70 61 50 
5 96 137 353 e240 e325 91 285 200 126 65 61 49 

6 88 137 261 e240 e270 90 296 417 921 62 67 46 
7 79 130 225 e230 e230 106 306 347 781 59 58 46 
8 79 122 210 e230 e200 178 268 434 310 57 52 50 
9 81 115 238 e220 e170 349 273 419 222 75 49 50 

10 98 116 602 e220 e140 631 233 361 379 158 51 49 

11 110 112 e300 e220 e120 1,130 208 275 275 93 54 47 
12 90 107 e290 e210 e100 2,720 191 1,360 185 71 53 47 
13 81 94 e320 e210 e100 4,340 176 965 152 68 51 48 
14 78 90 462 e200 e98 4,970 165 708 175 131 49 45 
15 76 88 592 e210 e98 3,350 156 576 134 90 48 42 

16 84 87 637 e220 e96 2,050 153 446 126 73 51 40 
17 106 83 488 244 e96 1,490 184 373 152 67 50 63 
18 167 79 372 562 e94 1,200 169 421 119 61 45 71 
19 181 82 e340 745 e94 1,050 162 720 103 60 43 57 
20 157 248 e300 495 96 851 164 467 98 58 43 50 

21 129 210 265 329 95 666 156 356 98 57 43 46 
22 113 157 230 249 92 668 147 295 84 54 382 44 
23 98 141 221 194 96 2,570 137 268 86 61 287 42 
24 150 128 e200 218 94 2,120 118 230 84 92 246 39 
25 245 156 232 5,570 102 1,230 129 204 83 199 179 36 

26 178 157 1,100 3,000 e102 1,370 231 174 73 257 145 35 
27 131 163 2,060 e1,700 e102 987 741 159 72 114 87 37 
28 378 188 983 e870 109 805 443 143 290 87 73 44 
29 584 174 515 548 --- 780 302 128 197 115 66 45 
30 319 178 e340 e570 --- 643 244 110 124 93 60 1,300 
31 260 --- e320 e560 --- 548 --- 98 --- 75 58 --- 

Total 4,624 4,207 13,969 19,574 4,869 37,372 7,609 11,658 5,903 2,773 2,715 2,677 
Mean 149 140 451 631 174 1,206 254 376 197 89.5 87.6 89.2 
Max 584 248 2,060 5,570 530 4,970 741 1,360 921 257 382 1,300 
Min 76 79 183 194 92 90 118 98 72 54 43 35 

 

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1931 - 2010, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 129 218 305 317 366 896 880 477 233 90.0 71.3 76.3 
Max 772 1,059 909 956 974 1,925 2,280 1,449 749 205 263 415 
(WY) (1956) (1951) (1960) (1952) (1951) (1945) (1940) (1943) (1960) (1942) (1967) (1945) 
Min 22.5 24.8 30.6 28.1 75.4 266 125 101 41.1 26.9 20.3 19.0 
(WY) (1965) (1931) (1931) (1961) (1958) (1965) (1946) (1955) (1955) (1955) (1939) (1939) 
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SUMMARY STATISTICS

Water Year 2010 Water Years 1931 - 2010
Annual total  117,950    
Annual mean  323    336   
Highest annual mean  572 1951  
Lowest annual mean  195 1962  
Highest daily mean  5,570 Jan 25   11,500 Mar   7, 1956  
Lowest daily mean  35 Sep 26   12 Aug 28, 1939  
Annual seven-day minimum  40 Sep 22   12 Aug 28, 1939  
10 percent exceeds  639    795   
50 percent exceeds  157    120   
90 percent exceeds  53    32   

 

 

Oct Nov Dec
2010

Jan Feb Mar Apr May Jun Jul Aug Sep

CURRENT WATER YEAR DAILY MEAN DISCHARGE (BOLD) WITH DAILY MEDIAN FOR PERIOD OF RECORD.
SHADED AREAS SHOW HIGHEST AND LOWEST DAILY MEAN FOR PERIOD OF RECORD THROUGH PREVIOUS WATER YEAR.
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