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Water-Data Report 2011 

04218518 ELLICOTT CREEK BELOW WILLIAMSVILLE, NY 
Eastern Lake Erie Basin 

Niagara Subbasin 

LOCATION.--Lat 42°58′40″, long 78°45′50″ referenced to North American Datum of 1927, Erie County, NY, Hydrologic Unit 04120104, on right bank 15 ft 
upstream from bridge on State Highway 324 (Sheridan Drive), 0.8 mi upstream from sewage treatment plant, 1.4 mi northwest of Williamsville, and 
10.8 mi upstream from mouth. 

DRAINAGE AREA.--81.6 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--October 1972 to current year. 

REVISED RECORDS.--WDR NY-82-3: Drainage area. 

GAGE.--Water-stage recorder. Datum of gage is 586.41 ft above NGVD of 1929. 

REMARKS.--Records good except those for estimated daily discharges, which are fair. Regulation by seasonal manipulation of dam at Island Park 2.4 mi 
upstream by Village of Williamsville and by intermittent pumping from stone quarries into stream upstream from station. Records at medium and high 
flows may be comparable with those published as Ellicott Creek at Williamsville (station 04218500) at site 2.2 mi upstream between October 1955 
and September 1972. Telephone gage-height telemeter at station. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 3,640 ft³/s, Feb. 25, 1985, gage height, 11.19 ft; no flow for part of Jul. 27, 1976, gage height, 
0.73 ft, result of pipeline construction. 

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 1,000 ft³/s and (or) maximum (*): 

Date Time 
Discharge 

(ft³/s) 
Gage height 

(ft) 

Dec   2 1430 1,170 5.73 
Jan   2 1300 1,380 6.29 
Feb 19 1815 1,860 7.48 
Mar   1 2145 1,200 5.84 
Mar   6 2230 *1,990 *7.77 
Mar 11 2330 1,750 7.22 
Apr 21 0830 1,610 6.89 
Apr 26 2000 1,450 6.49 

May 16 1100 1,440 6.45 
May 18 2000 1,120 5.61 
May 27 2100 1,030 5.37 

Minimum discharge, 22 ft³/s, Aug. 21, gage height, 1.75 ft. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=04218518&agency_cd=USGS
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 63 39 609 416 e75 812 298 156 118 67 32 34 
2 63 36 1,090 1,220 e74 822 239 184 105 61 32 33 
3 52 35 599 503 e73 379 178 361 93 54 42 32 
4 63 41 400 230 e72 222 231 802 98 54 39 37 
5 99 44 297 154 e74 533 500 446 96 54 43 109 

6 168 66 230 e110 75 1,600 456 204 93 77 38 148 
7 138 83 193 e100 71 1,220 274 159 89 62 44 73 
8 83 59 177 e90 77 482 200 136 78 55 38 61 
9 53 49 e145 e85 e65 368 157 120 69 52 72 54 

10 41 47 e150 e82 e62 793 136 109 77 42 113 45 

11 42 43 146 82 e60 1,560 111 102 75 47 94 36 
12 43 36 188 92 64 1,150 112 96 74 49 62 31 
13 51 32 267 e92 61 511 218 93 73 49 47 30 
14 48 27 214 e90 79 382 486 193 75 48 43 31 
15 42 29 176 92 112 245 229 825 72 48 40 36 

16 42 42 165 e90 149 231 219 1,350 66 39 43 30 
17 46 73 154 e85 200 244 250 822 66 33 39 35 
18 41 157 131 e100 547 228 234 607 65 35 30 28 
19 32 101 122 95 1,570 199 201 560 64 40 31 28 
20 27 76 112 e95 922 155 617 377 64 37 31 40 

21 48 63 105 e90 401 207 1,200 297 67 35 65 37 
22 48 73 100 e86 235 312 380 200 179 38 43 32 
23 65 210 97 e80 168 207 384 158 140 36 39 43 
24 56 375 95 e78 151 176 577 181 161 46 34 72 
25 53 166 92 e80 138 195 401 204 161 39 78 60 

26 57 169 e90 84 126 170 1,100 261 164 35 61 35 
27 82 209 e85 79 e115 157 892 847 99 33 47 38 
28 120 158 e80 79 343 148 425 872 76 32 34 61 
29 77 133 e75 80 --- 149 295 501 68 35 32 66 
30 58 147 e80 77 --- 179 180 238 71 36 29 84 
31 53 --- 98 e74 --- 243 --- 162 --- 40 32 --- 

Total 1,954 2,818 6,562 4,790 6,159 14,279 11,180 11,623 2,796 1,408 1,447 1,479 
Mean 63.0 93.9 212 155 220 461 373 375 93.2 45.4 46.7 49.3 
Max 168 375 1,090 1,220 1,570 1,600 1,200 1,350 179 77 113 148 
Min 27 27 75 74 60 148 111 93 64 32 29 28 
Cfsm 0.77 1.15 2.59 1.89 2.70 5.64 4.57 4.59 1.14 0.56 0.57 0.60 
In. 0.89 1.28 2.99 2.18 2.81 6.51 5.10 5.30 1.27 0.64 0.66 0.67 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1973 - 2011, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 88.2 144 209 179 195 284 211 121 78.0 46.9 54.9 69.1 
Max 620 342 445 426 412 519 373 375 275 144 397 425 
(WY) (2007) (1986) (2009) (1998) (2009) (1977) (2011) (2011) (1989) (1976) (1977) (1977) 
Min 11.2 27.1 40.6 39.2 56.0 119 94.8 44.0 24.2 11.8 13.5 9.76 
(WY) (1975) (1979) (1990) (1977) (1980) (1981) (1995) (2006) (1988) (1978) (1974) (1973) 
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SUMMARY STATISTICS 

 Calendar Year 2010 Water Year 2011 Water Years 1973 - 2011 
Annual total 49,294 66,495
Annual mean 135 182 140
Highest annual mean   187 2007
Lowest annual mean   91.2 1999
Highest daily mean 1,760 Jan 26 1,600 Mar   6 3,280 Feb 25, 1985
Lowest daily mean 16 Sep 25 27 Oct 20 2.7 Aug 15, 1978
Annual seven-day minimum 22 Sep 21 31 Sep 13 3.6 Jul 15, 1978
Annual runoff (cfsm) 1.66 2.23 1.71
Annual runoff (inches) 22.47 30.31 23.28
10 percent exceeds 231 433 312
50 percent exceeds 84 85 78
90 percent exceeds 32 36 20

Oct Nov Dec
2011

Jan Feb Mar Apr May Jun Jul Aug Sep

CURRENT WATER YEAR DAILY MEAN DISCHARGE (BOLD) WITH DAILY MEDIAN FOR PERIOD OF RECORD.
SHADED AREAS SHOW HIGHEST AND LOWEST DAILY MEAN FOR PERIOD OF RECORD THROUGH PREVIOUS WATER YEAR.
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